Corrigendum

In tender document
Tender Enquiry No.24/Neurosurgery/126(I)/2016-RISH (ADMN)

Dated: 09-08-2016

As per schedule, Pre- Bid meeting of “Tender for Endoscope Part “A” for Department of Neurosurgery” was held on 25-07-2016 at 03.00 PM, in the tender opening room.

After consideration by Store Purchase Committee following modification (deletions/additions/replacements) additions for Tender Enquiry No. 24/Neurosurgery/ 126(I)/2016-RISH (ADMN) has been made.

General specifications:-

For: USFDA approved (all items quoted should be USFDA approved)

Read as : All items should be USFDA and European CE approved.

Technical specifications

Sr no 1 at page no. 19:-

For: Ventriculoscope with Wide Angle Straight Forward Telescope 6°, angled eyepiece, outer diameter not more than 6.2 mm, length 18-20 cm, working channel diameter 2.2- 3 mm, irrigation/suction channel diameter 1.4-1.6mm, autoclavable, fiber optic light transmission incorporated.- one (1)

Read as :- Ventriculoscope 0-6°, wide angled telescope, length 18-20 cm, autoclavable, fibreoptic light transmission incorporated, outer diameter not more than 6.2 mm, length 18-20 cm, working channel diameter 2.2- 3 mm, irrigation/suction channel diameter 1.4-1.6mm, autoclavable, fiber optic light transmission incorporated. If the ventriculoscope does not have working channels than the sheath or trocar should have separate provision /channels for rigid and flexible instruments with dimensions as specified. Qty- one (1)

Sr no 2 at page no. 19-

For:- Telescope 0°, enlarged view, ø 3-3.5 mm, length 20-25 cm, autoclavable, fiber optic light transmission incorporated.- one(1)

Read as: Telescope 0°, wide angle, diameter 4mm length 18 cm, autoclavable, fibre optic light transmission incorporated- one (1)
• Sr no 3 at page no. 19:-

For: Telescope 30°, enlarged view, ø 3-3.5 mm, length 20-25 cm, autoclavable, fiber optic light transmission incorporated.

Read as:- Deleted.

• Sr no 4 at page no.19:--

For:-operating sheath, graduated rotating, outer diameter less than 7 mm, working length 13-15 cm for use with ventriculoscope-one (1)

Read as:- operating sheath, graduated rotating, outer diameter less than 7 mm, working length 13-15 cm for use with ventriculoscope, if a trocar is being supplied than it should have specification as outlined in sr no 1 – qty one (1)

• Sr no 6 at page no. 19-

For:-Ventriculoscope, small, Wide Angle Straight Forward Telescope 6°, with angled eyepiece, outer diameter 3.5-4.0 mm, length 18-20 cm, working channel diameter 1.5-1.8 mm, with suction and irrigation channel diameter 0.6-0.8 mm, autoclavable, with irrigation adapter, fiber optic light transmission incorporated, for use with: small operating sheath.-

Read as: Deleted

• Sr no- 7 at page no. 19:-

For:-Miniature straight forward telescope 0 deg, ,dia 1mm, length 16 cm or similar, semi-rigid with remote eye piece and light connection, Luer lock adapter, fibre optic light transmission incorporated with its examination sheath-1

Read as :-Deleted

• Sr no 8 at page no. 20:-

For: Scissors, pointed, 360 degrees rotating, dismantling, with irrigation connector for cleaning, single action jaws, diameter 2 mm, working length 25-30 cm consisting of: Metal Handle, without ratchet , Outer Sheath, with scissors insert-one (1).

Read as- Scissors, 360 degrees rotating, dismantling, preferably with irrigation connector for cleaning, diameter 2 mm, working length 25-30 cm, up curved is preferable- two (2).

• Sr no-9 at page no. 20:-

For:- outer tube with insert scissors, single action jaws, pointed, dia 2 mm length 25-30cm with adapter for cleaning-one (1)

Read as:- Deleted
• Sr no 10 at page no. 20:-
  For: Biopsy forceps, 360 degree rotating, dismantling, with irrigation connector for cleaning, double action jaws, diameter 2mm, working length 25-30cm consisting of metal handle, without rachet outer sheath, with forceps insert - one (1)
  Read as: Deleted

• Sr no 11 at page no. 20:-
  For: Outer tube with insert biopsy forceps 2.0mm, length 25-30 cm, with adapter for cleaning - one
  Read as: Deleted

• Sr no 12 at page no. 20:-
  For: Ventriculostomy forceps, rotating, dismantling, with irrigation connector for cleaning, single action jaws, diameter 2mm, working length 25-30 cm consisting of: metal handle without rachet outer sheath with forceps insert
  Read as: Ventriculostomy forceps for adults, rotating, diameter 2mm, working length 25-30 cm - one

• Sr no 13 at page no. 20:-
  For: Outer tube with insert ventriculostomy forceps, dia 2.0 mm length 25-30 cm with adapter for cleaning – one
  Read as: Deleted.

• Sr no 14:
  For: Ventriculoscopy forceps for pediatric endoscope - one
  Read as: Deleted

• Sr no 15 at page no. 20:-
  For: Forceps for ventriculostomy, flexible, double action jaws, diameter 1mm, working length 25-30cm - two (2)
  Read as: Ventriculoscopy forceps for pediatrics, flexible - one

• Sr no 17 at page no. 20:
  For: Biopsy Forceps double action jaws, diameter 1-1.4mm, working length 25-30 cm: - one (1)
  Read as: Biopsy Forceps double action jaws, diameter 1-2mm, working length 25-30 cm: - one (1)
- **Sr no 18 at page no. 20**  
  - the 'irrigation channel' is preferable rest all as previous.

- **Sr no 19 at page no. 20**-  
  **For:** outer tube with insert grasping forceps, 2.0 mm length 25-30 cm with adapter for cleaning – one  
  **Read as:** - Deleted

- **Sr no 20 at page no. 20**-  
  **For:**- Scissors for pediatric and adult endoscope – one each (2)  
  **Read as:**- Scissors for pediatric endoscopy- one (1)

- **Sr no 22 at page no. 20**-  
  **For:**- Unipolar coagulating electrode semi rigid, diameter 1.3 mm working length 30 cm- one  
  **Read as:**- Unipolar coagulating electrode diameter 1.1-1.3 mm working length 30 cm- two

- **Sr no 23 at page no. 20**-  
  **For:** Bipolar coagulation electrode dia 1.3 mm working length 30 cm – one (1)  
  **Read as:**- Bipolar electrode dia 1.3 - 2.1 mm, working length 25-30 cm – two

- **Sr no 24 at page no. 20**-  
  **For:**- Bipolar coagulation electrode for adult and pediatric endoscope- one each (2)  
  **Read as:** Deleted

- **Sr no – 25 at page no. 20**-  
  **For:**- Bipolar forceps, long, flat jaws, outer dia 2-2.5 mm, consisting of bipolar ring handle, outer sheath, bipolar insert for single use -5  
  **Read as:**-Deleted

- **Sr no 26 at page no. 21**-  
  **For:** Unipolar high frequency cord, with 4 mm plug, length 300-350 cm for use with high frequency units- one  
  **Read as:** Unipolar high frequency cord, with 4 mm plug, length 300-350 cm for use with high frequency units- two

- **Sr no 27 at page no. 21**-
**For:** Bipolar high frequency cord, length 300-350 cm- one

**Read as:** Bipolar high frequency cord, length 300-350 cm- two

- Sr no 31 at page no. 21-

**For:** Autoclable adapter permits telescope change under sterile conditions- one

**Read as:** Deleted

- Sr no – 33 at page no. 21-

**For:** Sterilization tray for miniature endoscope- one

**Read as:** Deleted

**Note:** Last date of submission of bids in respect of aforesaid tender is hereby extended till 02-09-2016 at 03:00 PM and Technical bid will be opened on same day at 03.30 PM.